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Abstract—This paper describes the preflight and inflight cali- of International Trade and Industry to the National Aeronautic
bration approaches used for the Advanced Spaceborne Thermal and Space Administration (NASA). It is part of NASA’s Office
Emission and Reflection Radiometer (ASTER). The system is a ¢ g4rih Science (OES), Earth Observing System (EOS)-AM1
multispectral, high-spatial resolution sensor on the Earth Ob- . C
serving System’s (EOS)-AM1 platform. Preflight calibration of ~SPacecraft [1], [2]. We include a short description of the sensor
ASTER uses well-characterized sources to provide calibration here for reference, especially those parts relevant to calibration
and preflight round-robin exercises to understand biases between and validation, but details on the design and operation of
the calibration sources of ASTER and other EOS sensors. These ASTER can be found elsewhere [3]-[5].

round-robins rely on well-characterized, ultra-stable radiometers. : . o
An experiment held in Yokohama, Japan, showed that the output The sensor consists of three subsystems: the visible and

from the source used for the visible and near-infrared (VNIR) near-infrared (VNIR) with 15-m resolution, the shortwave
subsystem of ASTER may be underestimated by 1.5%, but this is infrared (SWIR) with 30-m resolution, and the thermal infrared
still within the 4% specification for the absolute, radiometric cal-  (TIR) with 90-m resolution [6], [7]. The details on the bands
ibration of these bands. Inflight calibration will rely on vicarious 54 radiometric requirements for ASTER are shown in Table 1.
techniques and onboard blackbodies and lamps. Vicarious tech- The band 3N ref h dir-looking band. while 3B ref
nigues include ground-reference methods using desert and water e _an . refers tQ the nadir-looking band, W '_e - reters
sites. A recent joint field campaign gives confidence that these t0 an identical band with a separate telescope viewing in the aft
methods currently provide absolute calibration to better than 5%, direction for stereo imaging. The 0.3-K radiometric resolution
and indications are that uncertainties less than the required 4% for bands 10—14 are for high-radiance inputs. At low radiance,
should be achievable at launch. The EOS-AML1 platform will also 4, specification is 1.5 K for bands 10-12 and 2.5 K for

provide a spacecraft maneuver that will allow ASTER to see the ) .
moon, allowing further characterization of the sensor. A method Pands 13 and 14. The swath width for the three systems is

for combining the results of these independent calibration results 60 km, with cross-track pointing of 86for the SWIR and
is presented. The paper also describes the plans for validating TIR subsystems and 24.(or the VNIR subsystem.
the L‘?’el:f data products from '?‘]SZER_- Tlhese pP:ans relydh(feavilﬁl The VNIR system consists of an 80-mm diameter primary
upon field campalgns using methods similar to those used for the . . _ .
ground-reference, vicarious calibration methods. m|rr'or for both nadir anq backward Iooklng_telespopes. The
o design uses compensation lenses to provide higher optical
Index Terms—Advanced Spaceborne Thermal Emission and performance [8], and a 5000-element, linear-array charge
Reflection Radiometer (ASTER), algorithm validation, geometric led devi cCD) of sili hotodiod d th
calibration, radiometric calibration, vicarious calibration. coupled device ( ) of si ICOT? photodiodes pro f"ces e
cross-track coverage. Beam splitters create three light paths
to three separate interference filter/CCD pairs located on the
. INTRODUCTION same focal plane. A single array is used for the backward-

HE ADVANCED Spaceborne Thermal Emission and Rdooking radiometer. Rotating both telescopes with a stepper
flection Radiometer (ASTER) is a high-spatial resolutiomotor gives the cross-track pointing.
imaging spectroradiometer provided by the Japanese MinistryThe SWIR system consists of a 190-mm diameter lens
system [9]. 2048-element platinum silicide arrays of Schottky
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K. Thome, P. Slater, and E. Zalewski are with the Optical Scienc i ; ;
Center, University of Arizona, Tucson, AZ 85721-0094 USA (e-mail?’cf Staggered linear CCD ar.rays are. located on a Smg!e Chlp.
kurt.thome@opt-sci.arizona.edu). The spectral bands are defined by interference filters in front
K. Arai is with the Faculty of Science Engineering, Saga University, Sagaach array pair. The design of the VNIR system is such that
840 Japan. ; : ;
S. Hook, H. Lang, and F. Palluconi are with the Jet Propulsion LaboratorI;[/, samples a location on the g_round Wlth all three arrays
Pasadena, CA 91109 USA. Simultaneously. However, the width of the interference filters

H. Kieffer is with the United States Geological Survey, Flagstaff, AZor the SWIR bands requires a downtrack spacing that causes

86001 USA.
T. Matsunaga and S. Tsuchida are with the Geological Survey of Japﬁp, t(_) a 12.3 _km ‘?ﬁset between bands on the ground. A
Tsukuba-shi, Ibaraki, 305 Japan. rotating, flat mirror in front of the SWIR telescope provides

A. Ono and H. Sakuma are with the National Research Laboratory gfoss-track pointing.

Metrology, Tsukuba-shi, Ibaraki, 305 Japan. . . . . .
T. Takashima is with the Earth Observation Research Center, NASDA, The TIR optics consist of a Newtonian-mirror system with

Minato-ku, Tokyo, 106 Japan. a 280-mm diameter aperture. The system is a whiskbroom
R. M. Welch is with the University of Alabama at Huntsville, Huntsville, . . .
AL 35807 USA. for cross-track sampling. The focal plane is populated with ten-

Publisher Item Identifier S 0196-2892(98)04810-4. element, small-scale linear detectors for each of the five bands.

0196-2892/98$10.001 1998 IEEE



1162 IEEE TRANSACTIONS ON GEOSCIENCE AND REMOTE SENSING, VOL. 36, NO. 4, JULY 1998

TABLE |
ASTER BaNDS AND RADIOMETRIC SPECIFICATIONS
Subsystem Band # FWHM Radiometric | Quanti- | 1-0 calibration
(& detector type) bandpasses resolution zation uncertainty
VNIR 1 0.52-0.60
(8i-CCD 2 0.62-0.69 0.5% 8 bit +4%
5000 x 4) 3N 0.76-0.86
4 1.60-1.70 0.5%
SWIR 5 2.145-2.185 1.3%
(Cooled PtSi 6 2.185-2.225 1.3% +4%
2048 x 6) 7 22352285 13% 8 bit
8 2.295-2.365 1.0%
9 2.360-2.430 1.3%
10 8.125-8.475 3 K (200-024 K)
TIR 11 8.475-8.825 2 K (240-270 K)
(Cooled HgCdTe 12 8.925.9 275 03K 12 bit | 1 K (270-340 K)
PC 10%5) 13 10.25-10.95 2 K (340-370 K)
14 10.95-11.65

The detectors are mercury-cadmium-telluride photoconductitemperature, digital elevation model (DEM) output, and polar
detectors located parallel to the along-track direction. Tlsairface and cloud classification. In addition, the at-sensor
spectral bands are defined by interference filters just in frontr@fdiances and the geometric correction for the data will be
the individual detectors. A mechanical chopper is inserted \&lidated, but in this work, we refer to this type of validation
the primary focal plane during the reverse scan of the mirror & calibration.

provide ac output signals. The temperature of the mechanical

chopper is monitored, as are the optical barrel, mirrors, relay [I. PREFLIGHT RADIOMETRIC CALIBRATION

lenses, etc., to compensate for the temperature drift of the

offset. The cross-track pointing is obtained by rotating th&. Solar Reflective

whole scanning unit. The preflight calibration method used for the solar reflective
A critical component to the success of ASTER, and OE®ynge is described by Ono and Sakuma [11]. The primary
is accurate radiometric calibration [4]. The radiometric calistandards are fixed-point blackbodies made of copper, sil-
bration requirements of the VNIR and SWIR subsystems @& zinc, lead, and tin for the VNIR and SWIR, selected
ASTER are shown in Table I. The calibration techniques usgsl match expected inflight radiance levels. However, their
for ASTER include preflight characterization of the sensogirong spectral nature requires accurate spectral knowledge of
onboard calibrators (OBC's), and vicarious methods usifle radiometer being calibrated. The radiance of the fixed-
terrestrial sites and the moon. This paper describes the differggint blackbodies were transferred to variable-temperature
methods that will be, or have been, used to determine thRickbody furnaces, where the temperature ranged from 1073
radiometric and geometric calibration of ASTER. Also, ongy 1723 K for the VNIR and from 323 to 723 K for the
of the key issues for determining the radiometric calibratiogwIR. This was done using a spectral radiance meter that
as a function of time for ASTER will be combining the resultsncluded a switching mirror to select a target, double-grating
of these different methods. A proposed method for doing thisonochromator and photodetectors. The spectral radiances of
is also described. these furnaces were transferred to the working standard, a
The final topic covered in this work is that of validationlarge spherical integrating source of 1-m diameter coated with
Validation is considered by some to be “calibration” of the datgarium sulfate and having a 280-mm aperture diameter, with
products. That is, the algorithms that will be used to convet? halogen lamps operated at dc voltage [12].
the measured spectral radiance to physical properties, such @he primary uncertainty of the spectral radiance meter
surface emissivity and reflectance will be evaluated for thaéf# due to wavelength uncertainty, with nonuniformities in
accuracy. The data products for ASTER to be validated atee spherical integrating source also being significant. In
surface radiance, surface reflectance and emissivity, surfa@nsferring the sphere-based calibration to the OBC's, there



THOME et al. ASTER CALIBRATION AND VALIDATION OF LEVEL 2 PRODUCTS 1163

are additional uncertainties due to fluctuations in the output of lll. PREFLIGHT GEOMETRIC CALIBRATION
the halogen lamps used for the OBC’s. Also, air-to-vacuum e g4 of the geometric calibration is to achieve pixel

shifts in the output of the onboard lamps not being cooled ki q|ocation accuracy of 100 m at nadir, with an intratelescope
convection when operated in a vacuum are expected 10 gdflisiration of 0.2 pixels and an intertelescope registration of
to the uncertainty [4]. The total uncertainty of the prefligh§ 3 nixels. During the subsystem preflight tests, the line-of-
calibration in the VNIR and SWIR is estimated to be in thgjgnt vectors were evaluated against the boresight coordinate
2-3% range [4]. frame of each telescope using a collimator. Since the bore-
sight coordinate frame changes, depending on the cross-track
B. Thermal Infrared pointing position, a coordinate transformation identifies the

The preflight calibration for the TIR was conducted in 4ne-of-sight vectors for an arbitrary pointing position. These
thermal-vacuum chamber against a laboratory standard blaRe-of-sight vectors were evaluated against the body-fixed
body whose temperature was varied from 200 to 340 K. TReOrdinate system of each subsystem at the initial stage of
emissivity of the standard blackbody should be better thakeflight geometric calibration. The average boresight vector
0.998. The temperatures of the standard blackbody were mé- €ach telescope is defined as the boresight coordinate
itored by platinum resistance thermometers traceable to Nggme for the nadir pointing position. For the SWIR and
tional Research Laboratory of Metrology (NRLM), Tsukuba_TlR telescopes, thg stagger configuration of_detector; is taken
shi, Ibaraki, Japan. The temperature difference between {RE account by aligning to the center position. During the
thermometer and the radiative surface of the blackbody w#éegration and test on the spacecraft, the nadir boresight
determined to better than 0.2 K [13]. The preflight calibratiofoordinates for each subsystem are aligned to the spacecraft
of the TIR consisted of changing the temperatures of thgférence axes, except for TIR subsystem, which is rotated by
onboard blackbody, the pointing mirror, choppers, and oth@ - For the VNIR subsystgm, the boresight coordinates will
mirrors as well as the standard blackbody temperature. Th@ represented by the nadir telescope.
results of the preflight calibration for all three subsystems are

currently being evaluated, but preliminary indications are that [V. INFLIGHT RADIOMETRIC CALIBRATION
the systems appear to behave well with all forms of noise o
below the digitization level. A. OBC Description

The OBC for the VNIR consists of two identical optical
C. Cross-Calibration Experiment in the VNIR and SWIR  trains made from a folding mirror and other optical elements

An important aspect of the preflight calibration of severa“"":lt_direCt light from a tungsten-halogen lamp through a smalll
of the EOS sensors is the cross comparison of the calibratBWt'pn of the aperture onto the focal plane. /-.\.photodetector
sources. The radiometers used for this work were sevefapnitors the output from the lamp and an additional photode-
ultra-stable radiometers [14]-[16] that measured the sourdg§tor momto_rs the_outpgt of the_OBC_ on the focal plgne. The
used for the calibration of ASTER, MISR, and MODIS asSWIR OBC is similar with twq identical system calibrators
well as other sensors from the OES. Biases seen betweenJfged On lamp sources. The light from the lamp sources are

outputs of the various sources will be used to diagnose a |aected to the focal plane via the SWIR pointing mirror, thus
reconcile differences between inflight calibrations and cro§

ecking the full optical path. The lack of optical elements in
comparisons. the SWIR calibrator means that only one photodector is needed

For the ASTER sources, a round-robin experiment was hef monitor the output from each lamp. The total uncertainty
February 20-23, 1995, using the VNIR spherical integraft‘-)r the radiometric calibration using the OBC's is estimated
ing source [17]. Groups from the NRLM, the University oftt 3.8% [4]- )

Arizona, Tucson, National Institute of Standards and Tech- "€ OBC for the TIR optical system uses a flatplate,
nology, Gaithersburg, MD, and Goddard Space Flight CentdPn€ycomb surface as a blackbody designed to have an
Greenbelt, MD, participated. A total of four radiance level§MISSIVity greater than 0.99 [18], [19]. The pointing mirror

were measured by each of the four participants in the rourfdf- € TIR subsystem directs the blackbody output onto the

robin exercise. Results indicate that the spectral radianceS61S"- The blackbody temperature is monitored by platinum

the ASTER VNIR source may be underestimated by 1_55/%si_st:_:1nce thgrmometers, and the temperature is controllgd by
[17]. The standard deviation of the radiances from all four r&2diative cooling. In order to calibrate the system at multiple
diometers was only 1%, thus, this 1.5% underestimation co Fanperaturg levels, the blackbody is heated to 340 K using
be significant. However, this underestimation is still within thBCINt electric heaters once every 16 days. The output of the
requirements for the knowledge of the sphere’s radiance. Sifti@ckPody is monitored during the 35 min needed to heat i,
the specification for the calibration of ASTER for the VNIR i&nd cool down from this 340-K temperature back to the 270-K
4%, +10, the results are well within the uncertainties and af&°rmal operation takes approximately 4 h [19].

quite encouraging, considering that the experiment used four

radiometers, designed, built, and calibrated independentlyBo Ground-Referenced Methods

the standards of two different national laboratories. ResultsThe term “ground-referenced methods” refers to vicarious
from a similar experiment, held more recently, that includechlibration approaches that rely on ground-based test sites,
measurements in the SWIR are still being evaluated. including both land and water targets. The methods that will
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be used for ASTER in the solar reflective are the reflectance-The temperature-based approach for the TIR bands uses
based, irradiance-based, and radiance-based methods. Them#asurements at the time of sensor overpass of the surface
will use the radiance-based and temperature-based approadessperature of the test site. When coupled with the spectral
Cross-calibration techniques will be used for all three subsysmissivity in a radiative transfer code, the radiance at the
tems. sensor can be predicted in a similar fashion as the reflectance-

The reflectance-based approach relies on ground-based, based approach. Atmospheric characterization is required here
face reflectance measurements of a selected target at the @wmewell, except now the radiative processes are dominated
of sensor overpass [20], determined by ratioing radiometey the vertical profile of temperature and humidity rather
measurements of the site to those of a panel calibrated in than the scattering properties of the atmosphere. This profile
laboratory [21]. Atmospheric measurements of solar extinctiamformation is typically obtained through radiosonde launches
and sky radiance are made at the same time, and theseregar in time to the satellite overpass and spatially close to the
inverted to obtain aerosol size distribution and columnar ozotest site.

[22]. The results of the surface and atmospheric measurementBecause the measurements required for these vicarious
are used as input to a radiative transfer code to predioethods are similar in nature, several of the methods will be
the top-of-the-atmosphere (TOA) radiance [23]. We compaapplied to the same ASTER scene. This has the advantage of
the average of the digital numbers of the selected site affering multiple, independent calibrations for the same field
reported by the sensor to these predicted radiances to gbanpaign as well as allowing for validation of ASTER data
the radiometric calibration. products, such as the atmospheric correction.

The reflectance-based approach relies on numerous adn addition to the three vicarious methods just described,
sumptions about the size and composition of aerosols in twe will use inflight, cross-calibration techniques to transfer
atmosphere, and incorrect assumptions lead to errors in the calibrations of ASTER, Land Remote-Sensing Satellite
computed radiance at the TOA. The irradiance-based approéichndsat)-7 Enhanced Thematic Mapper (ETM)Multi-
was developed to reduce the problems of some of themegle Imaging SpectroRadiometer (MISR), and Moderate Res-
assumptions [24]. This method uses measurements of thation Imaging Radiometer (MODIS). The approach is iden-
downwelling, global, and diffuse irradiances to determine thieal to the radiance-based approach, except the well-calibrated
radiance at the TOA. The irradiance-based method will badiometer is a satellite-based system rather than an airborne
applied to the calibration of the VNIR bands of ASTER andensor. A similar approach can be used with airborne radiome-
should allow us to determine if there is a bias between tler, such as the Airborne Visible and Infrared Spectrometer
reflectance- and irradiance-based methods. (AVIRIS). The method is easiest to apply when both sensors

In the radiance-based approach, the radiometer measune on the same platform, reducing effects due to surface
ments of the upwelling energy from the test site are no longeidirectional reflectance factor (BRF), atmospheric conditions,
ratioed to measurements of a field-reference panel [20]. Ratheand sensor-to-sensor registration. This is the case with ASTER,
the field radiometer is absolutely calibrated in the laboratoryl]ISR, and MODIS on the EOS-AML1 platform. Larger uncer-
and the upwelling radiance from the test site is determinéainties occur when sensors are on separate platforms, as with
directly from the measurements. Because no reference-padrehdsat-7, where it is necessary to correct for changing at-
measurements are needed, the radiometer can be flowrmiospheric conditions and bidirectional reflectance distribution
an aircraft and the radiance can be measured above méahction (BRDF) effects. The cross-calibration method will
of the scattering influences of the atmosphere. This redudes implemented in two fashions. The first includes ground-
uncertainties due to the atmosphere that are present in based measurements at the times of the overpasses. The second
reflectance- and irradiance-based approaches. An additiomgproach does not include ground-based data. This allows for
advantage to flying the radiometer is that a much larger testlarger number of calibrations, but the larger uncertainties
site can be measured in a short period of time. This methouist be understood before the results are used to determine
will be applied to all three subsystems of the ASTER sensdhe radiometric calibration.

Nonimaging radiometers are typically used for the radiance-To better understand the feasibility of cross calibration
based approach because they are usually easier to charactefizatellite sensors, we used data from Landsat-5 Thematic
radiometrically due to their straightforward design, low numMapper (TM) and Systeme Pour I'Observation de la Terre
ber of moving parts, and small number of detectors. Thu§SPOT)-3 Haute Resol@tVvisible (HRV) of White Sands, NM,
the test sites for this method have to be uniform enough ea October 8 and 9, 1994, respectively [25]. The atmospheric
that misregistration between the aircraft and ASTER data denditions on both days were measured, as was the surface
not a large source of error. This problem is partially avoide@flectance of the test site. These data were used to deter-
by using a boresighted video system to help determine whenine reflectance-based calibrations of both sensors. The cross
the airborne radiometer is looking at a given time. Anothemalibration used bands 2—4 of TM matched with bands 1-3
difficulty with the radiance-based approach is the fact that tlé HRV, respectively. For each pair of bands, the spectral
satellite’s angular field-of-view and the airborne radiometeriesponses were used to determine spectral corrections between
field-of-view will be quite different. This causes uncertaintiebands from ground-based spectral reflectance data. To account
due to bidirectional reflectance effects and also registration. Adir pixel size differences, each pixel for both sensors was
of these effects are reduced by selecting a site that is spatialiyided to create 10x 10-m pixels and the images were
and spectrally uniform and nearly Lambertian. registered using ground control points (GCP’s). The near-
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Lambertian quality of the site and similar view/solar geometry
resulted in less than a 0.1% change in the reflectance due
to BRF effects. Results showed it is possible to retrieve the
calibration coefficient of TM, using HRV, te<1% of the
reflectance-based values when band-to-band differences in the = ©:© -
spectral reflectance are taken into account [25]. - |
Cross calibration is also planned for the TIR using ASTER, %
ETM+, and MODIS to allow us to determine biases between
the three systems. Our intent in the TIR is not to perform
an accurate absolute calibration, but rather a precise relative

calibration to determine if there are any problems with the 0.2 ‘\\/f \
onboard blackbodies. For ASTER and MODIS, the largest aa b o ‘ v o
uncertainties will be from spectral differences in the bands 400 500 1500 5100 5700
due to spectral emissivity and atmospheric effects. For the Wavelength {nm)

cross calibration of ETM, we will also have to consider _ - I

. Fig. 1. Results of spectral reflectance measurements of vicarious calibration
temporal changes in the surface temperature of the test g@ samples.
and atmospheric changes. Using a large water target, such as

Lake Tahoe, CA, should reduce the emissivity and temporal ) _ ) _
effects. maneuver is a pure pitch maneuver, with the moon imaged at

Critical to the vicarious methods is the test sites. Currentl$,Phase angle near 22The maneuvers are expected to occur
the primary site for VNIR and SWIR small-footprint sensor§arly in the mission as well as once or twice a year during the
is part of the alkali-flats area of White Sands Missile RangBlssion. The apparent size of the moon is 6.4 km in the cross-
Fig. 1 shows spectra retrieved from White Sands. From tHi&ck direction, with the downtrack extent depending upon the
figure, it is clear that White Sands has high reflectance Rich rate of the platform. This means that the lunar image
the blue portion of the spectrum. Unfortunately, it also hakill subtend about 427 pixels in the VNIR, 213 pixels in the
much lower, spectrally-varying reflectance in the SWIR. TheWIR, and 71 pixels in the TIR.
numerous SWIR bands of ASTER prompted us to considerThe moon can be used in several ways to support the
additional sites, such as Lunar Lake and Railroad Valley Play@glibration of ASTER. Although lunar irradiance varies greatly
two dry lakebeds in central Nevada. Spectra from these sit#h phase angle through a month, and mildly, with libration,
are also shown in the figure. Other effects to consider, @anges in the intrinsic photometric stability of the lunar sur-
addition to spectral reflectance, are spatial uniformity, siz#ce are estimated to be less than one part per million per year
BRF, and temporal variability. Of the sites we have already7]- Thus, a view of the moon early in the mission lifetime can
used, Lunar Lake is the most uniform, but unfortunately it i8€ compared to one later in the mission to determine the sensor
the smallest, causing problems for cross calibration with largéggradation and long-term drift. Comparisons with views of
footprint sensors, such as MISR and MODIS. The small sitee moon obtained by other EOS and non-EOS sensors can
of Lunar Lake may also cause problems due to atmosphebig used to determine relative gains between sensors. A lunar
adjacency effects. Preliminary studies indicate White Sanggneuver also provides the TIR subsystem of ASTER a view
should be spatially uniform enough for cross-calibration wordd deep space for a key point on the responsivity curve. Finally,
with large-footprint sensors [26], but the poor reflectance the lunar maneuver provides an absolute radiometric source
the SWIR shows the need for additional sites. All of thesand a source to study the instrumental modulation transfer
sites vary throughout the year depending on seasonal rainfalhction (MTF).
and this must be taken into account when both selecting a site he absolute radiometric calibration of the VNIR and SWIR
and when selecting a time of year to collect data at a site. bands of ASTER will be done using the results of a project

For the TIR, the planned sites are large lakes because watemently underway as part of OES to develop a lunar radiance
has the advantage that the spectral emissivity is essentiaigdel. This model will allow the radiance of the moon to be
known and temporal changes in surface temperature are dggtermined as a function of the earth—-moon geometry for the
atively small over the period of the measurements. Howev&iNIR and SWIR portion of the spectrum [27]. The results of
spatial homogeneity is still an issue. One proposed site fille model are expected to have an uncertainty less than 2%.
ASTER is Lake Tahoe. This target is large enough that it is One possible effect in the lunar calibration that may need
suitable for both the temperature-based approach and crassrection is that due to the small apparent size of the lunar
calibration methods. disk relative to the laboratory sources and terrestrial targets

used for the calibration of the sensor. This smaller size can
o lead to differences in the results due to the different out-of-
B. Lunar Calibration field and stray-light radiance distributions. The correction can

A recent change in the mission planning for the EOS-AMlie determined by treating the lunar data as a simple scattered-
platform includes an opportunity for ASTER to view the mooffight analysis of a bright object surrounded by virtually zero
through an attitude maneuver that sweeps the platform “nadidckground radiance. The ASTER data can be averaged in the
direction through deep space and past the moon. The baseéifeng track to correct for the scan rate yielding a conformal
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image. This image is virtually a scattered-light response m#ps is band 2, band 4 for the SWIR, and band 11 for the
to a 0.5 diameter source. Combining the line spread functioflR. The correlation windows are 4R 42 pixels for VNIR,
described below and the scattered light analysis, allows2& x 21 pixels in the SWIR, and % 7 TIR pixels. For the
two-dimensional (2-D) response function of ASTER to b8WIR, a parallax correction is calculated from elevation infor-
approximated. This function can be integrated radially from threation of the scene and subtracted from the image-matching
center of the instantaneous field-of-view (IFOV) to generatror in the along-track direction to evaluate alignment error.
the “encircled energy response,” or size-of-source, function olthe line-of-sight errors for roll, pitch, and yaw components
to an angle equivalent to the angular distance from the edgieeach band are derived from analysis ofy offsets of
of the moon to the edge of the lunar scene, expected to degtectors spaced across the scene and stored in an off-line
about 1.8. Response beyond this angle should be very smdttabase. The vectors for other detectors are evaluated from
for all ASTER bands. Determination of far-off-axis scatteredinear interpolation. This intratelescope registration correction
light sensitivity in flight is difficult, and no method has beemwill only be done during the initial checkout period because the
formally identified. within-telescope-detector alignment should be stable, specified
The view of a high-contrast target with low-radiance backe be <0.2 pixels during the life of the instrument.
ground also allows for studies of the sensor MTF. The initial The intertelescope registration uses band 6 of the SWIR
assumption will be that all detectors in a band have the samwed band 11 of the TIR relative to the reference, band 2. The
MTF. The bright limb of the moon can be treated as a “knifeparallax error between these bands is small, thus, the scenes
edge,” allowing a line spread function to be determined. Thesed for intertelescope registration need not be the same scenes
cross-track, line spread function determined in this manneésed for intratelescope registration. Subscenes of the same size
is directly applicable to the instrument. The along-track valugs used in the intratelescope registration are used here. The
requires correction for the unusually slow motion of the imagecenes are matched in both the along-track and the cross-
If it is assumed that attitude jitter during the lunar observationsack directions with subpixel resampling when necessary.
is representative of that during nadir observations, the derivgHe difference in registration between the pixel nearest the
line spread function represents the effective spatial resolutiosnter of each subscene is used to determine the correction.
of ASTER data. The corrections determined for bands 6 and 11 are applied
to all other SWIR and TIR bands. This correction is split

) o into static and dynamic components, with only the dynamic

C. Geometric Calibration part corrected by image matching during the normal operation

Geometric calibration determines the detailed spatial rphase.
sponse of each ASTER band, with respect to the nominalThe geolocation error detection is determined only for band
telescope pointing direction. This includes both the “centra, with the accuracy for other bands determined through the
directions of each pixel and the shape of the response functiotrabands and interbands registration processes. Therefore,
of individual pixels. Determining the detailed spatial respongbe scenes of VNIR band 2 that include specially prepared
function is a necessary companion to absolute radiometric c&iCP chips for the validation of geolocation are selected. A
bration because response outside the central region contairspgcial GCP file is being prepared using the 18-m data from
the nominal IFOV may be comparable to, or greater thagapanese Earth Resources Satellite (JERS)-1 and 10-m SPOT
other uncertainties of radiometric calibration using sourcggnchromatic data. Roughly 30 scenes with 10-20 GCP’s each
considerably larger than an IFOV. Preflight measurementswill be prepared throughout the world to evaluate the static
the line-of-sight vectors for each of the telescopes may neinting error, including possible periodic variation through
be sufficiently accurate for precise band-to-band registratian.spacecraft revolution around the earth. Both standard and
Real image data are essential for precise registration, tigh-accuracy GCP’s are being defined. The standard GCP’s
it was not possible to have focused image data during thee known to an accuracy of better than 15 minand Y
preflight test activity on the ground. The absence of geometdod 50 m inZ. Approximately 300 of these points will be
calibration tests after payload integration on the EOS-AMdompiled for the initial checkout activity. The high-accuracy
platform means that the possible influence of other instrume@€P’s are known to better than 1.5 mhandY and 2.5 m
(e.g., vibration) will not be determined. In addition, the simplé Z. A list of 20—30 of these points will be compiled for the
act of launching the platform may make the preflight dataitial checkout activity. In collaboration with Landsat-7 and
unsuitable. Therefore, inflight image data are necessary fbe United States Geological Survey, Flagstaff, AZ, dense sets
the preparation of the geometric database for operational uBEGCP’s are being established at two sites where extensive
This inflight geometric calibration will be carried out duringdigital orthophotographic map coverage will be available by
the early checkout period scheduled for the first 105 dalate 1998. These GCP files will correspond to 185-km wide
after launch. The initial checkout activity for the geometristrips of Landsat scenes with 600-km length.
database consists of three parts; an intratelescope registratiomflight geometric calibration will also include high-contrast
error correction, intertelescope registration error correctioigst sites to evaluate the MTF. Ideally, the test site should
and a geolocation error correction. be of two uniform and known brightness levels for which

The intratelescope registration applies image-matching te¢he geometry is well known, such as resolution bar targets.
niques to each telescope using a band near the centemNofsuch ideal targets are known of spatial scales appropriate
each telescope’s focal plane as the reference. For the VNf®; ASTER, but large bridges over water provide data for
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a calculation of line spread function. Parallel roads are altevel-1A data are the reconstructed, unprocessed instrument
good targets. Since the resolutions of each subsystem data at full-resolution, time-referenced, and annotated with
different, the targets will be selected for each sensor systeancillary information, including radiometric calibration and
One difficulty with this approach is accurately correcting fogeometric correction coefficients and georeferencing param-

atmospheric effects. eters computed and appended, but not applied to the Level-0
data. The Level-1B data are the Level-1A data processed
V. USE OF CALIBRATION RESULTS using the radiometric calibration and geometric correction

. . . . coefficients to registered radiance at sensor. This step typ-
A.STER W'I.I be calibrated using the ”?“'“p.'e methods d.el'cally involves irreversible resampling. The Level 1B data
scribed previously. These multiple calibration inputs will

h introd h bl f how t bi it are typically used as input to the higher level data products.
owever, introduce the probiém of how to combine results a5 gata are the results from the various algorithms that

a reliable manner to provide the best absolute calibration a5.8e the Level-1 radiances and convert them to physical
function of time over the mission lifetime. Previous ap'oroam%@antities. Level-3 data are Level-2 data that have been further
include the method proposed for SPOT HRV that has ﬂﬂ) ocessed by either reformatting or deriving an additional

advantage of combining the absolute accuracy of the vicario :

L . . e sical property from the Level-2 results. Two examples
callbra_tlon with the _hlgh precision of the OBC [28]. Slategfyl_evel_3 data would be a composite of Level-2 surface
and f |ggarth[29] review several ;)thel_rbprt(_) posed ﬁm?th?dsTfPJﬂectances for the continental United States or deriving a
combining the various sources ot calibration coefticients. I%%P‘ace classification based on the Level-2 surface emissivity.

approach proposed for MISR uses an unweighted averagq Plinis work, we discuss the validation of ASTER Level-2
the onboard and vicarious calibrations in an automated proge; '

ita only.
dure that will operate online at the MISR Science Computing y
Facility [30]. A Kalman-filter approach has been proposed

for combining the three sources of calibration (solar diffusef  syrface Radiance and Reflectance in the VNIR and SWIR

partial aperture calibrator, and ground-reference methods) ex—Th lqorithm to derive th ‘ flect d radi
pected for Landsat-7 ETM [31]. _ e algorithm to derive the surface reflectance and radiance

For ASTER, one approach considered was to use the O the V.NIR. and SWIR has be_en preyiously dgsc_:ribed [32].
data alone to generate the coefficients needed to radiome i validation gpproach for this algorithm is similar to past
cally correct ASTER data. A second set of coefficients wou}?fOrk [33] and is bas_ed on the methods developed for the
be developed to merge the vicarious results with the OBr&flectance-based calibration. The reflectance of a selected tar-

results after review by a panel of ASTER Science Teaﬁ?lt 'St d;ierrpmsdt by transpotr::ng speﬁ.troradégmeter_s”? crosdsta
members. This panel will determine the weighting to assi ected test site 1o measure the upwetling radiance. These dala

to each of the calibration data sets, and the refined set ﬁ converte_lc_ihto reflectan dce b%/ referznce oa pa;el(;)_f known
coefficients will be made available to the science community: ectance. The measured surface reflectance and radiances are

This has the advantage of providing a timely data product f en compared to those derived from the standard processing

users, but unfortunately does not provide what could be R t_he ASTER data. In addmon,_ solar radiometer and_ sky
best possible radiometric product. radiance measurements at the site are used to determine the

An alternate approach is to use the vicarious results z—llgrosol properties and columnar absorber amounts over the

indicate when the accuracy of the OBC data has degra t# [22], [34], [35]. The atmospheric measurements made at

to a level that it needs to be adjusted. When this threshd site at the time of sensor overpass will be used as inputs to
is reached, the OBC data are forced to match the resultst processing to determine the effects of input uncertainties.

the vicarious calibration. The overall trend of the calibratio he above measurements provide an opportunity to validate

is still determined from the OBC data because of its high Pth the ian.JtS'to' the atmospheric cgrrection and the oytput
temporal resolution. This approach takes advantage of twgduct_s. _Th's 1S lmp(_)rtant because it is expected thaF _mput
high-precision and temporal sampling of the OBC data, Whﬁcertamtles_ WI|| qlomlnate the pverall uncertainty. Addition-
using the accuracy of the vicarious methods. The disadvant &’ dete_zrmlr_ung input uncertaln_ty effects S.hOUId allqw for
to this approach is determining the threshold at which o r_eductlop in the number qf field campaigns required to
adjust the calibration coefficients. If the threshold is too higP(aI'date this product by allowing the ASTER team to focus

adjustments in the calibration coefficients as a function of tinf perlmk(]antalt,hvalldatlon (Efl'forts 'or;htholse c.:tisesFexpected lto
have a large step function that will show up as an artifact ow where there are problems In the aigorithm. or examp'e,

mosaics of multiple images. If the threshold is too low, th§tUdIeS show that the radiance at the sensor from high-

calibration coefficients will be altered so often as to burden tﬁgflgctlagcetrtﬁrgets thasl (;elattrl]velly I'tttlﬁ seg Sz't'\_f_'g 0 ai;osol
processing of the ASTER data. Both approaches are curre cal depth for optical depths 1ess than .2. This would no
being developed, with plans to select a final method after t a high-priority case to validate because large uncertainties

data from the initial checkout period are evaluated. would not be _e_xpected for this _sltuat_|on._ . :
The most difficult aspect of this validation effort is test-site

selection. To completely validate this product would require
VI. VALIDATION PLAN FOR ASTER test sites satisfying a wide range of surface reflectances, sur-

The EOS project has developed a set of terminology to refiace relief, horizontally varying surface reflectance, different
to data products. The raw data are referred to as Level O datarosol types, a range of aerosol concentrations, and varying
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amounts of absorbing gases. If only the extremes are selectul] moisture profiles for use with the radiation model Mod-
this leads to validation sites that have combinations of low- ardate Resolution Atmospheric Radiance and Transmittance
high-aerosol optical depths, two different aerosol types (mari@dODTRAN) to estimate the spectral sky irradiance.

and continental, for example), low and high humidities, dark

and bright surfaces, flat and highly sloped surfaces, horizaR- gyrface Kinetic Temperature and Surface Emissivity

tally a homogeneous surface and one with widely varying L . .
reflectance, and clear and thin-cloud cases. This would requireThe Temperature/Emissivity Separation (TES) algorithm

a large validation budget. Thus, a compromise is required ggnerates the _surface tempergture and gmissivity prqduct that
select targets that first ensure the algorithm operates propél h elaboration of the earlier normalized emissivity and

for simplistic cases. Then theoretical data are used to pre alpha-derived emissivity meth_od_s_[38]. The yalldatlon of
cases in which the algorithm might have difficulties, and oth the temperature and f[he emissivity is described together
select targets to evaluate these predicted problem areas [3% -cause they are _closely interrejated and,must be c_alculated
For the simplistic case, the site must be large enough a h a single algorllthm.. Althqugh thg earth’s surface is com-
homogeneous enough so that the average reflectance & the TES validation wil con§|der only .tWO types of
“soure” ASTER SWIR pixel can be determined and shoul§CENes: 1) those of near-graybodies for which the spectral
emissivities are known and homogeneous, and the surface

have several areas that are at leastxd%35 m in size with .
spatially uniform reflectance. The target area should ha{%nperatures are known_ or homogen?ous anf'j can be readily
moderate levels of turbidity (aerosol optical depth§.30) me_asured_ d.“f'“g overflight, and 2) “colored” surfaces for
and preferably a possibility of both continental and mari ‘gh'Ch emissivity spec.:tra.depart from graybody values_ but are
aerosols. Ideally, the site has high probability of cloudle mogeneous. The f|rs.t mstange correspond§ to the important
gf ss of scenes covering bodies of water, ice sheets, snow

skies to increase the chance of successful field campai d d closed i Th i d
and easy access. Proximity to ASTER team members he S, and closed-canopy vegetation. The water-and snow

to reduce travel costs, and current plans are to use the (5 enes will also coincide with targets used for the validation
Angeles, CA, basin an(’j an area north of Tokyo, near Tsukul® the surface radiance product. For these scenes, the primary

Japan. Once the algorithm is validated for the “simple” case gqpal is to recover surface temperature since the emissivities are
‘Elg ely known in advance. The second instance corresponds

a large homogeneous target, other sites will be used based u . X

radiative transfer code results indicating desired characteris 8st e class of scenes for which soil and rock are ex_po_se_z(_j.

of such sites. urface temperatures cannot be recovered unless emissivities
are recovered also, since they are not known in advance. This
type of scene is common in the arid third of the land surface.

B. Surface Radiance in the TIR The temperature and emissivity standard products will

.be validated by comparing TES values with simultaneous

The TIR s_urface_ radlanqe product is the surface'Ieav'rP‘r‘*;’easurements made 1) in the field by ground instruments,
spe_ctral r_ad|ance n the five .ASTER _TlR channels. Th airborne scanners, such as Thermal Infrared Multi-
radiance is a combination of direct emission by the surfa ectral Scanner (TIMS), MODIS/ASTER Airborne Simulator
and reflection of radiation incident on the surface from t ASTER), and MODIé Airborne Simulator (MAS), and
sgrroundings, inclqding sky radiatior_L VaIidatipn of th? res MODIS.,For the “colored” surfaces, the main problém is to
trieved surface radiance will rely on field experiments simil easure representative scene emissivities and to assess spatial

|r} fhh'k\)/sl\?ﬁ?y tg ?@I\éalk')datéon %f] the atmOSpr:e”ClCorrecu?ﬂeterogeneity, so that the validation data can be correlated to
orthe an ands. The experiments rely on walgl appropriate ASTER pixels. Several hundred spectra will

targets, such as Lake Tahoe and the Salton Sea, that provi & easured until the emissivity at the 90-m scale, estimated

range of atmospheric conditions (€.g., warm surface and hurﬂj m the 10-cm-scale field measurements, is felt to be well
atmosphere, warm surface and dry atmosphere, cold-hu '

M8termined. Once these are established it is not necessary to
and cold-dry). Water targets are preferred over land targ ®Rasure them again. Thus, during ASTER, it is sufficient to

_due t? thte|; Tgh tr(;ernlal :;ertla;).l Land targe_tsta(;e qiiol_be_[[ asure surface temperatures and atmospheric characteristics,
investigated to understand problems associated with IMitee ;¢ 4one jn the case of the atmospheric correction validation.
sampling in space and time and to take advantage of the hig

temperatures>300 K) that land surfaces can provide. o

The validation approach compares surface radiance reportedPolar Surface and Cloud Classification
by the atmospheric correction algorithm to that derived from The overriding objective of the ASTER Polar Cloud Mask
measured surface kinetic temperature, the ASTER specpabduct is to identify or classify all pixels in imagery obtained
response, surface emissivity, and sky irradiance. The kingtiocleward of 60 latitude as cloud or clear. Depending on
temperature is measured at the surface over several ASTHBR type of user, the product can be used to mask out all
TIR pixels. In addition, for water targets, an array of coreloudy pixels for surface studies (e.g., ice process studies)
tinuously recording buoys is used to estimate the space ard conversely, all clear pixels for polar cloud studies. The
time variation in water temperature. To reduce geolocatimalidation of this product is based on techniques learned while
error, 3x 3 pixel areas will be instrumented and their locatiomalidating the algorithm’s application to Landsat TM.
determined relative to the shoreline. Radiosonde profile mea-One method used in the validation is by application to a
surements are used to determine the atmospheric temperalaioeled set of samples. To date, approximately 3700 contigu-
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ous pixel regions (made up of several hundred thousand pixlelta and derived measurements of slope and aspect are also
samples) have been extracted and labeled by a human expegtired for quantitative correction of most space-acquired
trained in identifying features in polar imagery. For every pixeadiometric measurements of the land surface, including those
in every contiguous sample, the classification results from tbéEMODIS and ASTER. As mentioned, the ASTER instrument
algorithm are compared to the labeling (test samples) andnaludes an along-track stereo imager capable of acquiring
“confusion” matrix is generated, indicating the percentage obherent, digital, cloud-free global coverage of the earth’s land
classification for each combination. If the algorithm performsurface during the six-year mission. The system is configured
perfectly, the confusion matrix is diagonal and each diagonal acquire data with a base-to-height ratio of 0.6 at 15-m spatial
element is 100%. This method somewhat overestimates tiesolution and can acquire 50, 76060-km stereo pairs per
algorithm’s accuracy because the human expert tends to setit. The specific objectives of the ASTER stereo experiment
spectrally homogeneous and unambiguous samples that ame 1) to acquire cloud-free stereo coverage of 80% of the
generally classified at a higher accuracy rate. However, thésmd surface between 839N and 85 S and 2) to produce,
approach provides an indication of the upper limit of perfowith commercial software, standard product DEM’s at a rate
mance and will serve as the basis for validating the accuraafyone-per-day starting at launch.
of the algorithm over the life of the product. Because of the well-established nature of the DEM-
A second validation approach is more objective and involvgeneration algorithm, we will not focus on its validation
visual comparison of the classification result with the imagef@8], but rather, evaluate the uncertainties obtained from the
by a human expert. The expert has access to tools, allowigplication of this algorithm to the ASTER data. To do this,
him to augment his analysis using three-band overlays andmerous validation sites have been established by the ASTER
other image processing techniques, such as contrast stretchésgn for which there exist higher resolution DEM’s from other
and histogram equalization. More than one expert is typicabpurces. By subtracting the heights of these sites from those
used, and their estimates of the accuracy are generally witkdierived from the ASTER DEM'’s covering the same area,
5% of each other. on a pixel-by-pixel basis, an rms error of the height will
A final image-analysis approach is an attempt to quantifye calculated. The planimetric accuracy over each validation
the overall scene classification accuracy. This is derived fraite is determined by measuring the horizontal displacements
a tool that a human expert uses to label randomly selectefddistinct topographic features on elevation profiles derived
regions within the imagery. It is very much like the processom ASTER DEM'’s, with respect to the same features on
that an expert uses to extract labeled samples, except tihe same lines of profile derived from the comparison DEM's.
computer randomly selects the region to be labeled as opposdsb, the locations and elevations of GCP’s withheld from the
to the expert selecting the region. The random selection ASTER-DEM generation process will be compared with their
samples by the computer provides a more objective estimédeations and elevations on the DEM. Comparison of these
of classification accuracy when these samples are compamed errors results with the specifications will determine if the
against the results obtained from the classifier. standard data product meets specifications. This validation will
The results obtained from these methods will also Hme performed over each validation site at least once per year in
compared with independent observations from ground-, aithjs way to monitor system stability over the six-year mission.
and other satellite-based observations. Comparisons with these
other types of observations will be conducted over an extendedUse of Validation Results
period of time for a variety of circumpolar regions. The

L . . : The validation results of the Level 2 data products will
validation effort for this algorithm will take advantage of . : , , ;
bﬁ used in two fashions. The first will be simply to supply

any data obtained from field studies conducted prelauncncertainty estimates to the user community. The second is

and postlaunch in which polar-like conditions are Preseibiat the results of these uncertainty measurements will be

The validation effort using surface observations will also .
used to evaluate areas where the algorithms breakdown, can be
take advantage of the enhanced surface-based measuremen . : . e
o mproved, or require further testing. Algorithm modifications
capabilities located at the Department of Energy (DoE) At-. . e :
V\CIJ” then be made in subsequent deliveries of the production

mospheric Radiation Measurement (ARM) sites in Alaska an Qde. Thus, the Level 2 processing will be evolving over the
Oklahoma. The use of the ARM site data from Oklahoma wiﬁ ' X

- . : . : getime of the sensor as we better understand the instrument
be limited to wintertime conditions, especially when snow an

; ) Igorithms.
clouds are present during the time of overpass. An opportunﬁgd algorithms

for validating the algorithm in the detection of thin cirrus will
also occur during overpasses of Salt Lake City, UT, using the VIl. RESULTS OF JOINT
long-range lidar and radar observations. CALIBRATION/VALIDATION CAMPAIGNS

For the past two summers, the members of both the Japanese
and United States ASTER science teams have participated
in joint field campaigns to Lunar Lake and Railroad Valley

The shape of the surface of the planet earth (topograpBiaya. These campaigns also included representatives from the
of the land and bathymetry of the oceans) is a fundamebandsat-7, MISR, and MODIS science teams as well as several
tal geophysical parameter required for quantitative reseambn-EOS investigators. The purpose of these campaigns are
in nearly all disciplines of earth science. Land topographto determine the level of agreement between different groups

E. Digital Elevation Models
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performing vicarious calibration and validation work. Therence panels were a primary source of differences, all of the

first campaign was held May 30-June 4, 1996. The 19%anels were calibrated at a single facility at the University of

campaign was held June 23-28. Results of the 1996 campadgizona. In addition, all reflectance measurements in the field

are summarized here as are preliminary results from theluded measurements of a “standard” reference. This allows

1997 campaign as an example of how the fieldwork relatedl of the data to be processed using the same software and with

to ASTER will be used to both understand the sensor aneference to the same standard to determine differences due to

algorithms after launch and to improve the accuracy of thieference panel characterization. Preliminary results from this

field data. campaign derived for ASTER bands 1 and 2 show differences
For the solar reflective work, the 1996 campaign consist@dthe predicted normalized radiance of 1.6 and 2.4% between

of several data collections per day at 1420, 1600, 1800, atm United States and Japanese groups, when both groups use

2120 UTC to simulate the solar zenith at the time of ASTERe laboratory calibrations of their respective field standards.

overpass for a variety of times during the year. The primak/hen converted to absolute radiance, the differences are 1.8

target was a representative 240240-m area of the Lunar and 0.4%.

Lake playa, assumed to approximate 64, 30-m pixels. The

Japanese and United States groups from ASTER both used

a reflectance-based approach to predict the radiances. Several

simulated spectral bands were used for the experiment and VIIl. CONCLUSIONS

details on the full set of results are given by Agdial. [39]. The preflight calibration of ASTER in the solar-reflective
Comparisons between predicted radiances of the Japaneserange provides the first case that two very different techniques,
United States results showed differences of 4-10% in tkge freezing point blackbodies of NRLM and the detector-
VNIR. Radiances were also predicted for the SWIR, but thesased methods of NIST, have been referred to in the calibration
results suffered from higher uncertainties due to equipmesttthe sources used to calibrate a space sensor. This reference
malfunctions. The primary cause of these differences weefacilitated by the measurements of the ultra-stable, transfer
later found to be due to the calibration methods of the referenegliometers. The preliminary work that is still ongoing lends
panels used to determine the surface reflectance, and thigfidence that the 4% goal of absolute radiometric accuracy
accounted for up to 7% of the difference. has been met. The transfer to orbit of the preflight calibration
Other sources of uncertainty include differences in aerosglll be achieved using the partial-aperture OBC'’s. Because
optical depths, aerosol size distribution, columnar amountstbise calibrators will be carefully monitored by independent
gaseous absorbers, and radiative transfer codes. Differengefctors, it is anticipated that this transfer will also meet the
in predicted aerosol optical depths for each of the bands weis uncertainty requirement. However, after some period on
less than 0.01, causing differences in the predicted radiancesit, the OBC’s may become contaminated or may no longer
less than 0.6%. Aerosol size distribution effects were found teonitor a representative area of the aperture. The OBC for
be 0.7%. When both the size distribution and optical thicknesise thermal calibration may also be suspect over time as it
differences are combined in the radiative transfer code rumslies on indirect measurements of blackbody temperature and
results are less than 0.5% different. Gaseous absorption leagissivity.
only a small effect on the radiance at the sensor and is notThe vicarious calibrations will be used to determine if
a significant source of difference in these results. Since twhanges of sensor response or OBC levels occur. These vicari-
different radiative transfer codes were used, the codes are agg calibrations will include the well-known ground-reference
a source of difference. The United States group relies ontechniques as well as a lunar look. Vicarious calibration
Gauss—Seidel iteration code, while the Japanese group usége@mes increasingly important as flight hardware ages and
doubling-adding method. To evaluate the effect of the radiativéll be used to determine if aging occurs and then to determine
transfer codes, the inputs from each group were run as inphé sensor calibration. These inflight, vicarious methods will
to the other group’s codes and the differences were founddso be used to evaluate the geometric calibration of the sensor.
be less than 1%. This is especially important for a sensor, such as ASTER,
In order to actually calibrate the ASTER bands, the nowhere the three subsystems are located at different places on
malized radiances that are the output of the radiative transfee EOS-AM1 platform. This geometric calibration will rely
codes must be converted to absolute radiances. This is donehyhigh-contrast surface test sites in addition to the data from
multiplying the normalized radiances by the exo-atmospheiimar views.
solar irradiance. Both the United States and Japanese group&n additional advantage to the vicarious calibration is that
derived values of solar spectral irradiance using MODTRAMe methods used for this work are very similar to those
3.0. Even though the same source of irradiances were useekeded to validate the Level-2 products from ASTER. These
differences in band averaging the MODTRAN output still legralidation efforts will use test sites not used for the vicarious
to differences of up to 2%. These differences can be easdglibration to properly evaluate the output of the algorithms.
corrected by simply agreeing upon one single set of valuesThe results of these validation efforts will serve the purpose
use, but this only improves the precision of the results.  of informing the user group of the uncertainties that can be
Because the differences of this first experiment were largexpected from these data products. In addition, the results will
than desired, the second campaign included measurementbeaised by the ASTER Science Team to determine how best to
better determine the sources of the differences. Since the iiefprove the algorithms to provide the best possible products.
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